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I Rack System

I Supreme Series
Wall Mount Double Section Cabinets
“ Floor Standing Network and Server Racks

1 E-Series

“ Wiall Mount Single Section Cabinets

“ Wall Mount Double Section Network Cabinets
A

FTTH Cabinets
“ Floor Standing Cabinets

“ QOutdoor Cabinets
“ Open Racks
“10" Wall Mount Single Section Cabinets

A .
Accessories

150-153
154-155

156-157
158-159
160-161
162-164
165-167

168-169
170-172
173-183
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Supreme Series
I Wall Mount Single Section Cabinet
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I .Wall mount Panel

2.Top Cable Entry
3.Soundless Top Fan
4.Removable Side Panels
5.Mounting Profile

6.Front Glass Door with Lock
7 .Bottom Cable Entry
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Supreme Series
1 Wall Mount Double Section Cabinet
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| .Rear Section with cable entry
2.Top Cable Entry

3.Soundless Top Fan
4.Removable Side Panels
5.Mounting Profile

6.Front Glass Door with Lock
7 .Bottom Cable Entry
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Supreme Series
I Wall Mount Double Section Cabinets

I Description

AVAYO Supreme Series wall mount cabinets designed with heavy duty frame and
customer friendly facility for data communication and telecommunication network
solutions. Size ranges from 4U till 18U, these cabinets available in various dimensions
to suit the requirements of customers

I Applications and Standards

* Housing CCTV, Servers, UPS systems, Network and MATV equipment
* Comply with ANSI/EIA-RS-310-D, IEC 297-2, DIN 41491
« Available in 4U, 6U, 9U, 12U, I5Uand 18U

I Physical Characters
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Type : Wall Mount

Protection Rating : IP20/-1P 55

Material : SPCC quality cold rolled steel / Aluminum Body
Surface Finish Power coating.

Color Black ( RAL 9005) or Grey ( RAL 7035)
Width 600mm

Depth 550, 600 and 800mm

Height Varies as per the number of Us

Frame Type Welded rigid frame

Construction [.5 to 2.0 mm gauge steel thickness

Profile 19" adjustable heavy duty profile in the front and rear.

Profile Standard
Loading Rate

2.0 mm gauge heavy duty Universal/EIA type.
From 30 Kg to 50 Kg

Front Door 180 degree opening type tempered Glass door
Side Panels Clutch opening type side panels with round lock system
Rear Mount Rear section hinged to the front section

Cable Access

Top and Bottom cable entry



Supreme Series
I Accessories

Cooling Fan = | unit of 2 fans roof or door mount type,
Thermostat controlled.
Shelves : Fixed shelf, Sliding shelf and cantilever shelves( optional).
Cage nuts : Heavy duty cage nuts of 25 pcs set.
System Light : Door operated system light ( optional)

IP protection for IP 55 Cabinets

Doors and side panels : Additional IP rated gasket on doors and side panels.
Cable Entries : Protected with IP rated gaskets and brush panels.
Air ventilation : Side panels with Louvers to provide air ventilation

And the louvers are protected with stainless steel mesh.

I Ordering Information

Part No. Dimension Color

AVS-W04D-6055B/G 4U DS 600X550X250 BLACK/GREY
AVS-W04D-6080B/G 4U DS 600X800X250 BLACK/GREY
AVS-W06D-6055B/G 6U DS 600X550X320 BLACK/GREY
AVS-W06D-6080B/G 6U DS 600X800X320 BLACK/GREY
AVS-W09D-6055B/G 9U DS 600X550X500 BLACK/GREY
AVS-W09D-6080B/G 9U DS 600X800X500 BLACK/GREY
AVS-W12D-6055B/G 12U DS 600X550X650 BLACK/GREY
AVS-W12D-6080B/G 12U DS 600X800X650 BLACK/GREY
AVS-WI15D-6055B/G 15U DS 600X550X750 BLACK/GREY
AVS-W15D-6080B/G 15U DS 600X800X750 BLACK/GREY
AVS-W18D-6055B/G 18U DS 600X550X900 BLACK/GREY
AVS-W18D-6060B/G 18U DS 600X600X900 BLACK/GREY
AVS-W18D-6080B/G 18U DS 600X800X900 BLACK/GREY

B - Black
G - Grey
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Supreme Series
I Floor Standing Cabinets

I Description
AVAYO Supreme Series Floor Standing cabinets designed with heavy duty frame and customer
friendly facility for data communication and telecommunication network solutions. Size ranges
from 22U till 47U, these cabinets available in various dimensions to suit the requirements
of customers.

I Applications and Standards
* Housing CCTV, Servers, UPS systems, Network and MATV equipment
* Comply with ANSI/EIA-RS-310-D, IEC 297-2, DIN 41491
e Available in 22U, 27U, 32U, 37U, 42U and 47U

I Physical Characters
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Series

Type

Protection Rating

Material
Surface Finish
Color

: Supreme Series

. Free Standing

“ 1P 20 IP 55

: SPCC quality cold rolled steel / Aluminum Body
: Powder coating.

. Black ( RAL 9005) or Gre

Width : 600, 800 & 1000 mm

Depth : 600, 800,1000 and 1200 mm

Height : Varies as per the number of Us

Frame Type : Welded rigid frame

Construction : 1.5 to 2.0 mm gauge steel thickness

Profile : 19" adjustable heavy duty profile in the front and rear.

Profile Standard 2.0 mm gauge heavy duty Universal/EIA type.

Loading Rate : From 300 Kg to 1500 Kg

Front Door 180 degree opening type tempered Glass door/ metal
: Perforated single or double door with swing cam lock

Side Panels : Clutch opening type side panels with round lock system



Rear Door
Cable Access
Accessories
Cooling Fan

Cable Management
Shelves

Castors

Leveling Feet
Plinth

Cage nuts

System Light

Rack
System

Supreme Series

180 degree opening type steel plane door/ metal
Perforated single or double door with round lock

- Top and Bottom cable entry

. | unit of 2 fans or 4 fans roof or door mount type,

Thermostat controlled.

: Vertical cable management system for 800mm wide racks

:Fixed shelf, Sliding shelf and cantilever shelves (optional).

:Heavy duty castors with stopper system (optional).

-4 pcs leveling feet in addition to castors (optional).

:100 mm heavy duty plinth with cable access provision (optional)..
: Heavy duty cage nuts of 25 pcs set.

: Door operated system light (optional).

IP protection

Doors and side panels
Cable Entries

Air ventilation

: Additional IP rated gasket on doors and side panels.
: Protected with IP rated gaskets and brush panels.
. Side panels with Louvers to provide air ventilation
And the louvers are protected with stainless steel mesh.

I Ordering Information

Part No. Size Dimension

AVS-F2266-12B/G 22 U-F 600x600x1200

AVS-F2268-12B/G 22 U -F 600x800x1200

AVS-F2288-12B/G 22U-F 800X800X 1200

AVS-F2768-14B/G 27 U-F 600x800x1400

AVS-F2761-14B/G 27 U-F 600X1000X1400

AVS-F2788-14B/G 27 U-F 800X800X1400

AVS-F3268-16B/G 32U-F 600x800x1600

AVS-F3261-16B/G 32U-F 600x1000x1600

AVS-F3768-18B/G 37U-F 600x800x1800

AVS-F3761-18B/G 37U-F 600X 1 000X 1800

AVS-F4266-20B/G 42U-F 600X600X2000

AVS-F4268-20B/G 42U-F 600X800X2000

AVS-F4261-20B/G 42U-F 600x1000x2000

AVS-F4288-20B/G 42U-F 800X800X2000

AVS-F4281-20B/G 42U-F 800X 1000X2000 -
AVS-F4768-22B/G 47 U -F 600x800x2200 <
AVS-F4788-22B/G 47 U -F 800X800X2200 S
AVS-F4761-22B/G 47 U -F 600x1000x2200 N
AVS-F4781-22B/G 47 U -F 800X1000X2200 :
B Black :

G - Grey




Rack

E-Series
I Wall Mount Single Section Cabinets

I Description

AVAYO wall mount cabinets designed to accommodate multiple 19" equipment modules
for data communication and telecommunication network solutions. Size ranges from 4U
till 18U, these cabinets available in various dimensions to suit the requirements of
customers.

I Applications and Standards

* Housing CCTV, Servers, UPS systems, Network and MATV equipment
* Comply with ANSI/EIA-RS-310-D, IEC 297-2, DIN 41491
« Available in 4U, 6U, 9U, 12U, 15U and 18U

I Physical Characters

Series . E-Series

Type : Single section, wall mount

Protection Rating 2 1P 20

Material : SPCC quality cold rolled steel

Surface Finish - Degrease acid pickling, rest prevention and Parkerizing,

Pure water cleaning, static electricity painting over
Powder coating durable.

Color - Black (RAL 9005) or Grey ( RAL 7035)

Width : 600mm

Depth 450, 550 and 600 mm

Height : Varies as per the number of Us

Frame Type : Welded rigid frame

Construction : 1.2 to 1.5 mm gauge steel thickness

Profile : 19" adjustable profile in the front and rear.

Profile Standard : 2.0 mm gauge heavy duty Universal/EIA type.

Loading Rate - Up to 30 Kgs

Front Door : 180 degree opening type tempered Glass door/ metal door

With round lock
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E-Series

Side Panels : Clutch opening type side panels with optional lock system
Cooling Fan > | unit roof mount type, heavy duty, noiseless.

Cable Access : Top and Bottom cable entry

Mounting Accessories : Heavy duty cage nuts Universal/ TIA/EIA standard

I Ordering Information

Part No. Dimension Accessories

AVE-WO04S-6045B/G

4U SS 600X450X250

BLACK/ GREY

AVE-W04S-6055B/G

4U SS 600X550X250

BLACK/ GREY

AVE-WO06S-6045B/G

6U SS 600X450X320

BLACK/ GREY

AVE-WO06S-6055B/G

6U SS 600X550X320

BLACK/ GREY

AVE-WO06S-6060B/G

6U SS 600X600X320

BLACK/ GREY

AVE-W09S-6045B/G

9U SS 600X450X500

BLACK/ GREY

AVE-W09S-6055B/G

9U SS 600X550X500

BLACK/ GREY

AVE-W09S-6060B/G

9U SS 600X600X500

BLACK/ GREY

AVE-W12S5-6045B/G

12U SS 600X450X650

BLACK/ GREY

AVE-W12S-6055B/G

12U SS 600X550X650

BLACK/ GREY

AVE-W12S-6060B/G

12U SS 600X600X650

BLACK/ GREY

AVE-W15S-6045B/G

15U SS 600X450X750

BLACK/ GREY

AVE-WI5S5-6055B/G

15U SS 600X550X750

BLACK/ GREY

AVE-WI55-6060B/G

15U SS 600X600X750

BLACK/ GREY

AVE-W18S5-6045B/G

18U SS 600X450X900

BLACK/ GREY

AVE-W18S5-6055B/G

18U SS 600X550X900

BLACK/ GREY

AVE-W18S-6060B/G

18U SS 600X600X900

BLACK/ GREY
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Rack

E-Series
I Wall Mount Double Section Network Cabinets

I Description

Double section cabinets are designed for easy access of the rear side of a wall mount cabinet.
The rear section of the cabinet mount to the wall and the front section hinged to the rear section
with locks.

I Applications and Standards

* Housing CCTV, Servers, UPS systems, Network and MATV equipment
« Comply with ANSI/EIA-RS-310-D, IEC 297-2, DIN 41491
- Available in 4U, 6U, 9U, 12U, 15U and 18U

I Physical Characters

Series . E-Series

Type : Double section, wall mount

Protection Rating - 1P 20

Material : SPCC quality cold rolled steel

Surface Finish . Degrease acid pickling, rest prevention and

Parkerizing, Pure water cleaning, static electricity painting
over Powder coating durable.

Color . Black (RAL 9005) or Grey (RAL 7035)
Width : 600 mm
Depth : 560 and 600 mm
Height : Varies as per the number of Us
Frame Type : Welded rigid frame
Construction 1.2 to 2.0 mm gauge steel thi
Profile : 19" adjustable profile in the frontand rear
» Profile Standard : 2.0 mm gauge heavy duty Universal/EIA type.
(]
o Loading Rate : Up to 30 kgs
>
g Front Door * 180 degree opening type temperated Glass door/
K Metal door with round lock
z
z




E-Series

Side Panels : Clutch opening type side panels with optional lock system.

Mounting Type : Rear section mount to the wall and front section hinged to
the rear section with safety lock.

Cooling Fan : I unit roof mount type, heavy duty, noiseless.

Cable Access : Top and Bottom cable entry.

Mounting Accessories : Heavy duty cage nuts Universal/ TIA/EIA standard.

I Ordering Information

Part No. Dimension Color
AVE-W04D-6056B/G 4U DS 600X560X250 Black/Grey
AVE-W06D-6056B/G 6U DS 600X560X320 Black/Grey
AVE-W09D-6056B/G 9U DS 600X560X500 Black/Grey
AVE-WI2D-6056B/G 12U DS 600X560X650 Black/Grey
AVE-WI5D-6056B/G 15U DS 600X560X750 Black/Grey
AVE-WI18D-6056B/G 18U DS 600X560X900 Black/Grey
AVE-WI18D-6060B/G 18U DS 600X600X900 Black/Grey

B-Black

G- Grey
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I FTTH Cabinets

E-Series

A

Flush Mount Wall Mount Wall/Flush Mount

I Description
FTTH cabinets for customer premise designed in different models and sizes to suit customer
requirement. These cabinets are available in single section or double section type with glass
door, metal door, wall mount, flush mount and extended frame types.

I Applications and Standards

* Comply with ANSI/EIA-RS-310-D, IEC 297-2, DIN 41491
« Available in 6U, 12U, 15U and 18U

I Physical Characters

Series - E-Series

Type : Single section, wall mount

Protection Rating - 1P 20

Material : SPCC quality cold rolled steel

Surface Finish . Degrease acid pickling, rest prevention and

Parkerizing, Pure water cleaning, static electricity painting
over Powder coating durable.

Color : Black ( RAL 9005) or Grey ( RAL 7035) or as per
¢ request

Width : 600 and 400 mm (with 10" profile)

Depth : 120, 150 and 300 mm.

Height . Varies as per the number of Us.

Frame Type : Welded rigid frame.

Construction : 1.0to 1.5 mm gauge steel thickness.

Profile : 19" or 10" adjustable profile in the front.

Profile Standard 1.5 mm gauge heavy duty Universal/EIA type.

Loading Rate : Up to 20 Kgs.

Front Door : 180 degree opening type tempered Glass door/

metal door With round lock.
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E-Series

Side Panels : Closed type
Cable Access : Top, Bottom or side cable entry as per design
Mounting Accessories . Heavy duty cage nuts Universal/ TIA/EIA standard

1 il

Flush Mount 400x400x120

I Ordering Information

Part No. Dimension (mm) Color Type
AVE-WO6F-4412G 400X400X120 GREY Flush mount with frame
AVE-WO6F-4612G 400X600X120 GREY Flush mount with frame
AVE-W12S-6015G 600X600X150 GREY Wall/flush mount
AVE-W12S-6015B 600X600X150 BLACK Wall/flush mount
AVE-WF12S-6015G 600X600X150 GREY Flush mount
AVE-WFI12D-6015G 600x600x150 GREY Flush mount with frame
AVE-W125-6030G 600x600x300 GREY Wall mount
AVE-WI15S-6015G 600x700x150 GREY Wall/flush mount
AVE-W18S-6015G 600x900x150 GREY Wall/flush mount

MD Metal Door
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Rack
System

E-Series

I Floor Standing Cabinet

4 N

ﬁTop panel with cable entryx

2.Fan unit of 4 fans.
3.Split perforated rear door

4.Single Perforated rear door
5.19 inch Profile

6.Round lock for side panel

7 .Quick-Release sides panels
8.Cable Entry on bottom panel
9.Castor

10. Stabilizer kit

I 1.Glass Door

12.Split Perforated front door
QSingle perforated front door

/
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Rack
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E-Series

I Floor Standing Cabinet

v

| Description

AVAYO floor standing cabinets designed to accommodate multiple 19" equipment modules
for data communication and telecommunication network solutions. Size ranges from
22U till 47U, these cabinets available in various dimensions to suit the requirements
of customers.

I Applications and Standards

* Housing CCTV, Servers, UPS systems, Network and MATV equipment
* Comply with ANSI/EIA-RS-310-D, IEC 297-2, DIN 41491
* Available in 22U, 27U, 32U, 37U, 42U and 47U

I Physical Characters

Series : E-Series

Type : Free Standing

Protection Rating - 1P 20

Material : SPCC quality cold rolled steel

Surface Finish : Powder coating.

Color : Black ( RAL 9005) or Grey ( RAL 7035)

Width : 600mm & 800mm

Depth : 600, 800, 1000 and 1200 mm

Height : Varies as per the number of Us

Frame Type : Welded rigid frame

Construction : 1.2 to 2.0 mm gauge steel thickness

Profile : 19" adjustable heavy duty profile in the front and rear.

Profile Standard : 2.0 mm gauge heavy duty Universal/EIA type.

Loading Rate : From 300 Kg to 900 Kg

Front Door - 180 degree opening type tempered Glass door/ metal

Perforated single or double door with swing cam lock »
Side Panels - Clutch opening type side panels with round lock system o
Rear Door : 180 degree opening type steel plane door/ metal o
Perforated single or double door with round lock o

Cable Access : Top and Bottom cable entry g
z
z
z




E-Series
I Accessories

Cooling Fan : 1 unit of 2 fans or 4 fans roof mount type, noiseless.

Cable Management : Vertical cable management system for 800mm wide racks
Shelves - Fixed shelf, Sliding shelf and cantilever shelves / optional.
Castors : Heavy duty castors with stopper system

Leveling Feet * 4 pcs leveling feet in addition to castors

Plinth  100mm heavy duty plinth with cable access prvision / optional.
Cage nuts : Heavy duty cage nuts of 25 pcs set.

I Ordering Information

Part No. Size Dimension mm(wxdxh)

AVE-F2266-12B/G 22 U-F 600x600x1200
AVE-F2268-12B/G 22 U-F 600x800x1200
AVE-F2261-12B/G 22 U-F 600X 1000X1200
AVE-F2288-12B/G 22 U-F 800X800X1200
AVE-F2281-12B/G 22 U-F 600x1000x1200
AVE-F2766-14B/G 27 U-F 600X600X 1400
AVE-F2768-14B/G 27 U-F 600X800X 1400
AVE-F2761-14B/G 27 U-F 600x1000x1400
AVE-F2788-14B/G 27 U-F 800x800x1400
AVE-F2781-14B/G 27 U -F 800x1000x1400
AVE-F3268-14B/G 32U-F 600x800x1600
AVE-F3288-14B/G 32U-F 800x800x1600
AVE-F3766-18B/G 37U-F 600X600X 1800
AVE-F3768-18B/G 37U-F 600x800x1800
AVE-F3761-18B/G 37 U-F 600X 1000X1800
AVE-F3788-18B/G 37U-F 800X800X 1800
AVE-F3781-20B/G 37U-F 800x1000x1800
AVE-F4266-20B/G 42 U-F 600X600X2000
AVE-F4268-20B/G 42 U-F 600x800x2000
AVE-F4261-20B/G 42 U-F 800X 1000X2000
AVE-F4288-20B/G 42 U -F 800X800X2000
AVE-F4281-20B/G 42 U -F 800x1000x2000
AVE-F4766-22B/G 47 U -F 600X600X2200

° AVE-F4768-22B/G 47 U -F 600x800x2200

y AVE-F4761-22B/G 47 U -F 600X 1000X2200

% AVE-F4768-22B/G 47 U -F 600X800X2200

; AVE-F4781-22B/G 47 U -F 300x1000x2200

z

< Color: B Black

G - Grey




E-Series
I Outdoor Cabinets

I Description
AVAYO Outdoor cabinets made with heavy duty cold rolled steel or stainless steel or aluminum
frame for our door applications. These cabinets are either with single frame or with dual frame
and are custom built as per customer requirements .

I Applications and Standards
* Housing CCTV, Servers, UPS systems, Network and MATV equipment
« Comply with ANSI/EIA-RS-310-D, IEC 297-2, DIN 41491
« Available in wall mount and floor standing types

I Physical Characters

Series : Outdoor Series

Type : out door wall mount or free standing

Protection Rating 2 IP55

Material : SPCC quality cold rolled steel / Aluminum or
Stainless steel body.

Surface Finish : Powder coating.

Color : Black ( RAL 9005) or Grey ( RAL 7035) or custom color

Width :600mm & 800mm

Depth :300,450,600,800 and 1000 mm

Height : Varies as per the number of Us

Frame Type : Welded rigid frame

Construction : 1.5 to 2.0 mm gauge steel thickness.

Profile : 197 adjustable heavy duty profile in the front and rear.

Profile Standard : 2.0 mm gauge heavy duty Universal/EIA type.

Loading Rate : From 200kg to 400kg

Front Door : 180 degree opening type tempered Glass door/meta
Door with IP rated gaskets and swing cam lock

Side Panels : Removable type side panels with air ventilation

: Louvers which are protected with stainless steel mesh

Rear Door : 180 degree opening type steel plane door with IP
Rated Gaskets and locks

Cable Access :Bottom cable entry protected with gaskets.
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Rack
System

E-Series
Accessories :- Optional

Cooling Fan - I unit of 2 fans or 4 fans roof or door mount type,

Thermostat controlled
Cable Management : Vertical cable management system for 800mm wide racks
Shelves : Fixed shelf, Sliding shelf and cantilever shelves.
Castors : Heavy duty castors with stopper system
Leveling Feet : 4 pcs leveling feet in addition to castors
Plinth : 100mm heavy duty plinth with cable access provision.
Cage nuts Heavy duty cage nuts of 25 pcs set.

System Light Door operated system light

I Ordering Information :- Wall Mount Type
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L Dimension mm
Part No. Description (WxDxH)

AVO-W04S-6030B/G 4U Single Section Cabinet 600X300X250
AVO-W04S-6045B/G 4U Single Section Cabinet 600X450X250
AVO-W04S-6060B/G 4U Single Section Cabinet 600X600X250
AVO-W06S-6030B/G 6U Single Section Cabinet 600X300X320
AVO-W06S-6045B/G 6U Single Section Cabinet 600X450X320
AVO-W06S-6060B/G 6U Single Section Cabinet 600X600X320
AVO-W09S-6030B/G 9U Single Section Cabinet 600X300X500
AVO-W09S-6045B/G 9U Single Section Cabinet 600X450X500
AVO-W09S-6060B/G 9U Single Section Cabinet 600X600X500
AVO-W12S-6030B/G 12U Single Section Cabinet 600X300X650
AVO-W12S-6045B/G 12U Single Section Cabinet 600X450X650
AVO-W12S-6060B/G 12U Single Section Cabinet 600X600X650
AVO-W15S5-6030B/G 15U Single Section Cabinet 600X300X750
AVO-W155-6045B/G 15U Single Section Cabinet 600X450X750
AVO-W155-6060B/G I5U Single Section Cabinet 600X600X750
AVO-W18S-6030B/G 18U Single Section Cabinet 600X300X900
AVO-W18S-6045B/G 18U Single Section Cabinet 600X450X900
AVO-W18S-6060B/G 18U Single Section Cabinet 600X600X900

Color: B Black
G - Grey




E-Series
I Ordering Information :- Floor Standing Type

Part No. Description Dimension mm
(WxDxH)
AVO-F2266-12B 2U-F 600x600x 200
AVO-F2268-12B 22 U-F 600x800x1200
AVO-F2288-12B 22U-F 800X800X1200
AVO-F2768-14B/G 27 U-F 600x800x1400
AVO-F2761-14B/G 27 U-F 600x800x1400
AVO-F2788-14B 27 U-F 600X 1000X 1400
AVO-F3268-16B 32U-F 800X800X 1400
AVO-F3261-16B 32U-F 600x800x1600
AVO-F3768-18B 37U-F 600x800x1600
AVO-F3761-18B 37U-F 600X 1000X1800
AVO-F4266-20B 42U-F 600X600X2000
AVO-F4268-20B 42U-F 600X800X2000
AVO-F4261-20B 42U-F 600x1000x2000
AVO-F4288-20B 42U- F 800X800X2000
AVO-F4281-20B 42U-F 800X 1000X2000
AVO-F4768-22B 47 U -F 600x800x2200
AVO-F4788-22B 47 U -F 800X800X2200
AVO-F4761-22B 47 U -F 600x1000x2200
AVO-F4781-22B 47 U -F 800X1000X2200

Color: B Black
G - Grey
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I Open Racks

E-Series

I Description

AVAYO floor standing open racks designed to accommodate multiple 19" equipment
modules for data communication and telecommunication network solutions. Size
ranges from 27U till 47U, these racks available in single and dual post models to suit
the requirements of customers.

I Applications and Standards

* Housing CCTV, Servers, UPS systems, Network and MATV equipment
* Comply with ANSI/EIA-RS-310-D, IEC 297-2, DIN 41491
« Available in 27U, 42U, 45U and 47U

I Physical Characters

Series . E-Series

Type : Free Standing

Material : SPCC quality cold rolled steel

Surface Finish : Powder coating.

Color . Black ( RAL 9005) or Grey ( RAL 7035)
Height : Varies as per the number of Us

Frame Type : Welded rigid frame single or dual
Construction : 1.2 to 2.0 mm gauge steel thickness

Profile : 19" profile in the front and rear of each frame.
Profile Standard ;2.0 mm gauge heavy duty Universal/EIA type.
Loading Rate : Upto ISOKg

Cable Management : Vertical cable management on both sides( optional)
Leveling Feet 4 pcs leveling feet
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I Ordering Information

Part No. Size Type
AVE-OR-27S 27U Single Frame
AVE-OR-27D 27 U Double Frame
AVE-OR-42S 42 U Single Frame
AVE-OR-42D 42U Double Frame
AVE-OR-45S 45U Single Frame
AVE-OR-45D 45 U Double Frame
AVE-OR-47S 47 U Single Frame
AVE-OR-47D 47U Double Frame

E-Series
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I 19" Wall Bracket

E-Series

I Description

AVAYO wall bracket is an ideal alternative to full size racks for accommodating 19" patch panels.
Size ranges from 2U, 4U, 6U, 9U and 12U these brackets designed to open from one end to
enable easy termination and maintenance

I Applications and Standards

* Housing 19" patch panels and cable organizers.
¢ Comply with ANSI/EIA-RS-310-D, IEC 297-2, DIN 41491
* Available in 2U, 4U, 6U, 9U and 12U

I Physical Characters

Series . E-Series

Type - Wall Mount

Material : SPCC quality cold rolled steel

Surface Finish : Powder coating.

Color : Black (RAL 9005) or Grey ( RAL 7035)
Width : 480mm

Depth 125 0r 150 mm

Height : Varies as per the number of Us

Frame Type : Bend frame

Construction : 1.0 to 1.5 mm gauge steel thickness
Profile : 197 profile

Profile Standard : 1.0 to 1.5 mm gauge Universal/EIA type.
Loading Rate : Upto I5 Kgs

I Ordering Information

Part No. Size Color

AVE-WB-002U 2U 480X150X90 Black

= AVE-WB-004U 4U 480X 150X180 Black
(]

E AVE-WB-006U 6U 180X150X270 Black
o

- AVE-WB-009U 9U 180X150X400 Black

; AVE-WB-012U 12U 480X150X535 Black
z
z
z




E-Series
I 10" Wall Mount Single Section Cabinets

I Description

AVAYO wall mount single section 10" cabinets ( SOHO) designed to accommodate
multiple 10" equipment modules for data communication and telecommunication
network solutions. Size ranges from 4U, 6U, 9U, 12U and 15U, these cabinets
available with glass door and metal door designs

| Applications and Standards

* Housing CCTV, Network and MATV equipment
* Comply with ANSI/EIA-RS-310-D, IEC 297-2, DIN 41491
* Available in 4U, 6U, 9U, 12U and 15U

I Physical Characters

Series :E-Series

Type :Single section, wall mount

Protection Rating :IP 20

Material :SPCC quality cold rolled steel

Surface Finish :Powder coating.

Color : Black ( RAL 9005) or Grey ( RAL 7035)

Width :300mm

Depth 1250 mm

Height : Varies as per the number of Us

Frame Type : Welded rigid frame

Construction :1.0 to 1.5 mm gauge steel thickness

Profile 10" adjustable profile in the front

Profile Standard :1.5 mm gauge heavy duty Universal/EIA type.

Loading Rate : Up to 20 Kgs

Front Door :80 degree opening type tempered Glass door/ metal door
With round lock

Side Panels :Clutch opening type side panels with optional lock system ( optional)

Cooling Fan “lunit roof mount type, heavy duty, noiseless ( optional)

Cable Access :Top and Bottom cable entry

Mounting Accessories :Heavy duty cage nuts Universal/ TIA/EIA standard
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E-Series

I Ordering Information

Part No. Dimension Color

AVE-WSH-004-EB/G 4U SS 300X250X250 Black / Grey
AVE-WSH-006-EB/G 6U SS 300X250X320 Black / Grey
AVE-WSH-009-EB/G 9U SS 300X250X500 Black / Grey
AVE-WSH-012-EB/G 12U SS 300X250X650 Black / Grey
AVE-WSH-015-EB/G 15U SS 300X250X750 Black / Grey

G- For Grey color




Rack
=

Accessories
I Cable Organizer

I Description
AVAYO for proper cable management at racks, AVAYO designed cable organizer both horizontal
and vertical types to provide neat and easy cable organizing solutions. The horizontal cable
organizers are available in hook types, cover type and Brush panels

I Applications and Standards

* Cable management in wall mount and floor standing cabinets
* 19" horizontal rack mount types available in 1U and 2U standards.
« Vertical types for 22U, 27U, 32U, 37U, 42U, 47U cabinets and for open racks.

I Physical Characters

Series :E-Series
Type 219" rack mount or vertical mount.
Material :SPCC quality cold rolled steel
Surface Finish :Powder coating.
Color :Black ( RAL 9005) or Grey ( RAL 7035)
Width 19" or 480mm for 19"rack mount type

90 mm for vertical type
Depth :35 or 65 mm for 19"rack mount type

80 mm for vertical type
Height U or 2U

Vertical type varies as per the number of Us
Cable support :D-Ring ( hook), top cover or brush support
Construction 1.0 to 1.5 mm gauge steel thickness
Loading Rate ‘Up to 10 Kgs
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Accessories

Ordering Information :- Horizontal Type

Part No.

Size

Type

AVE-CMS-1UR(S)

U 480X40X45

1U Rack mountable with short hooks

AVE-CMS-1UR(L)

1U 480X80X45

1U Rack mountable with long hooks

AVE-CMS-2UR

2U 480X80X90

2U Rack mountable with long hooks

AVE-CMS-1UC

U 480X70X45

1U Rack mountable with Cover

AVE-CMS-1UB

U 480X45

2U Rack mountable with Brush Panel

Ordering Information :- Vertical Type

Part No. Size Type

AV-VCMR-22B 42U Vertical organizer Black
AV-VCMR-20B 42U Vertical organizer Black
AV-VCMR-18B 37U Vertical organizer Black
AV-VCMR-16B 32U Vertical organizer Black
AV-VCMR-14B 27U Vertical organizer Black
AV-VCMR-12B 22U Vertical organizer Black

G- For Grey color




Accessories
Fan Unit

2 Fan Set 4 Fan Set Fan with Thermostat Controller

Standard with most of AVAYO wall mount and floor standing cabinets, fan unit available as
single fan, set of 2 fans and set of 4 fans. Single fan unit uses in wall mount cabinets where as
2 and 4 fans set uses in floor standing type cabinets. Fan unit with thermostat controller also
available to maintain temperature level in the cabinet.

Features
Fan unit - Single, set of 2 and 4.
Type : Roof, Door mountable or I'U rack mountable
Voltage 1 220/240V — 50/60Hz
Speed 21380 rpm
Noise Level : 50 Dba
Power Cord Type : 1.5 mtr UK type power cord
Dimension of single fan 2 120(L)x120(W)x38(D) mm
2 fan set with fan tray : 500(L)x200(W)x45(D) mm
4 fan set with fan tray 510(L)x4 10(W)x45(D) mm ( for 800mm Racks)
7 10(L)x4 10(W)x45(D) mm ( for 1000 mm Racks)
4 fans set with thermostat, 19" - 480(L)x320(W)x45(D) mm
Fan Tray : For 2 and 4 fan set
Material : SPCC quality cold rolled steel
Fan Tray Color : Black or Grey
Ordering Information
Part No. Dimension Color
AV-FST-1U | fan unit Black
AV-FST-2U Set of 2 fans Black
AV-FST-4U (80) Set of 4 fans ( 800 mm) Black
AV-FST-4U (10) Set of 4 fans (1000 mm) Black
AVTESTAU Set of 4 fans with thefmostat Black
controller, 19
AV-TF Thermostat controller for fan Black
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Rack

Accessories

| Fixed Shelf
AVAYO four post heavy duty fixed shelf with a loading capacity of SO-100 kgs, available in
different size to suit the required cabinets.

I Features
Type . Standard / Heavy Duty
Mounting . Four post mounting
Material : SPCC quality cold rolled steel
Surface Finish . Powder coating.
Color : Black (RAL 9005) or Grey ( RAL 7035)
Depth : Varies as per the depth of cabinets
Construction : 1.2 to 2.0 mm gauge steel
Loading Range : 50 Kgs for normal / 100 kgs for Heavy Duty

I Ordering Information

Part No. Dimension Color
AV-FS 6600-)012 FIXED STATIONARY SHELVE 600 BLACK / GREY
AV-ES 6800-)012 FIXED STATIONARY SHELVE 800 BLACK / GREY
AV-FS 1000-J012 FIXED STATIONARY SHELVE 1000| BLACK / GREY
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Accessories
I Sliding Shelf

Sliding shelf enables to pull out equipment placed inside the cabinet. These shelves are
available in different sizes as per the depth the cabinets.

I Features
Type : Standard
Mounting : Four post mounting
Material : SPCC quality cold rolled steel
Surface Finish : Powder coating.
Color : Black ( RAL 9005) or Grey ( RAL 7035)
Depth : Varies as per the depth of cabinets
Construction : 1.2 to 2.0 mm gauge steel
Loading Range : 20 Kgs

I Ordering Information

Part No. Dimension Color

AV-SS56600-]013 SLIDING SHELVE 600 BLACK / GREY
AV-556800-]013 SLIDING SHELVE 800 BLACK / GREY
AV-SS1000-]013 SLIDING SHELVE 1000 BLACK / GREY
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Rack

Accessories
|
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Cantilever shelf

[U 19" rack mounted type cantilever shelf fix to the profile of rack to place equipment
inside the racks. The available sizes are 250 and 350mm depth.

Features

Type
Mounting
Material
Surface Finish
Color

Depth
Construction
Loading Range

Ordering Information

: Standard

: 1U rack mounting

: SPCC quality cold rolled steel
. Powder coating.

. Black (RAL 9005) or Grey (RAL 7035)
: 250 and 350 mm

: 1.5 mm gauge steel

: 20 Kgs

Part No. Dimension Color
AV-CS255-]014 CANTILEVER SHELVE 255 BLACK / GREY
AV-CS350-]014 CANTILEVER SHELVE 350 BLACK / GREY
AV-CS400-J014 CANTILEVER SHELVE 400 BLACK / GREY
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Accessories
I Blank Panel

19" rack mount blank panels help to cover the free/ blank spaces of the rack profile.
Blank panel normally available in IU, 2U and 4U sizes.

I Features
Type : Standard
Mounting : 19" rack mount
Material : SPCC quality cold rolled steel
Surface Finish : Powder coating.
Color : Black ( RAL 9005) or Grey ( RAL 7035)
Size 21U, 2U and 3U
Construction : 1.0 mm gauge steel

I Ordering Information

Part No. Dimension Color

AV-1U-BP 1U BLANK PANEL BLACK / GREY
AV-2U-BP 2U BLANK PANEL BLACK / GREY
AV-4U-BP 4U BLANK PANEL BLACK / GREY
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Rack

Accessories
1 PDU

AVAYO rack mount Power Distribution Units designed in different types like normal
power strips, PDU with master switch PDU with circuit breaker and surge protection
devise. Normal power strips are available in 4 way and 6 way power outlets where
PDUs are giving out let range of 6, 10 and 12 ways. All these PDUs are available UK,
Universal and schuko input style and horizontal and vertical mount.

I Features

Mounting
Shell Material
Color

Output
Standard
Control

I Dimension

6 way
10 way
12 way

I Input Characteristics

Rated input voltage
Maximum Current
Power Cable Length
Connecting Socket

I Output Characteristics

Rated input voltage

19" rack mount/ vertical mount
PVC/ Aluminum Body

- Black or Silver
© 4,6, 10and 12 way

UK, UN or SCHUKO
Master Switch / Surge Protection

: 480(L) x 45(D) x 45(H)

520(L) x 45(D) x 60(H)
780(L) x 45(D) x 45(H)

: 220-250 VAC 50/60 Hz
: 13-16A

: 1.8 Meter 3G 1.5 mm2
: 13A fused socket

(32A industrial Socket Optional)

220-250 VAC 50/60 Hz

AVE-POO6UK-2UH

6 WAY PDU HORIZONTAL UK TYPE BLACK/SILVER

AVE-PO 1 0UK-2UV

Maximum Current : 13-16A
Output Sockets 4,6, 10and 12
» I Ordering Information
(]
c
o Part No. Dimension Color
>
© AV-04PNR-1U 6 WAY NORMAL POWER STRIP BLACK/SILVER
>
© AV-06PNR-1U 6 WAY NORMAL POWER STRIP BLACK/SILVER
z
z
z

10 WAY PDU VERTICAL UK TYPE BLACK/SILVER

AN/E DNIOTIY DTN/

12 WAV DNTV/ERTICAL 11K TVDE RI ACK/RIIN/EDR
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Accessories
I Earth kit

I Ordering Information

Part No. Dimension Type
AVE-EK6-ES EARTHING KIT | 6 PCS SET
I Baying Kit

I Ordering Information

Part No. Dimension Type
AVE-BK-ES | BAYING KIT FOR FLOOR STANDING CABINET
I Cage Nuts

I Ordering Information

Part No. Dimension
AV-M618-25 25 PCS SET OF CAGE UNITS
AV-M612-25 25 PCS SET OF CAGE UNITS
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Rack

Accessories
I Castors

I Ordering Information

Part No. Description

AV-H4CTR 4 PCS HEAVY DUTY CASTOR

AV-L4C TR 4 PCS LIGHT DUTY CASTOR
1 Plinth

I Ordering Information

Part No. Dimension Description

AV-PL10-88 800x800x100 100 mm PLINTH FOR 800x800
AV-PL10-68 600x800x100 100 mm PLINTH FOR 600x800
AV-PL10-81 800x1000x100 100 mm PLINTH FOR 800x1000
AV-PL10-61 600x1000x100 100 mm PLINTH FOR 600x1000
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Accessories
I Leveling Feet

I Ordering Information :-

Part No. Description
AV - LF4 4 PCS SET OF LEVELING FEET

I Stabilizer Kit

I Ordering Information

Part No. Description
AV-SK-01 STABILIZER KIT FOR SERVER RACK
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